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LAND CORNER RECORD 
Corner: C-E 1/16 








Coordinate: Lat./N: 1371736.92 


CORNER HISTORY: (Chronological history of corner) 
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| 2.) Date of Survey: | Surveyor: Monument: Recording Information: a pele 
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Reference Objects: Species: Diameter: Bearing: Distance: 
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| ACCESSORIES: Bearing and distance from monument to witness object. 


Reference Objects 
a a ee 
Monument Found or Set: A 3-1/4" aluminum monument stamped "T7N R1E S29 C-E1/16 PLS 20200079 DATE 
2018" set 0.5’ above grade. 


| MONUMENT SKETCH NARRATIVE REFERENCE: 


Monument is a 3-1/4" aluminum monument stamped "T7N R1E S29 C-E1/16 PLS 20200079 DATE 
2018" set 0.5' above grade, a carsonite post is located north 1.0' of the monument, located on a 
northwest facing slope near the top of a northwest-southeast running ridge, +/- 200 west of a gravel 
road, S80°E to a culvert running under the road, surrounded by mature forest, +/- 200' southeast of a 
confluence of two drainages. 
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The record monument was set and three new bearing trees were established. 


Three bearing trees were marked with a blaze, scribed B.T., bearing tree sign, paint, and mag nail. 


Referenced on BRCJ survey recorded as InstNo.2018004725 


Accepted by the Monroe County Surveyor Review Board on August 6, 2019. 
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Section: 29 T7N R1E Prepared By: BRCJ (Project#3-0820) | Date: 2/2018 





